20030908.ba v03_n540.bam. 20030908 


>From ???@??? Mon Sep 8 16:03:00 2003 -0500 

Message-Id: <200309082102 .h88L2ngc026356@sco.theporch. com> 
Date: Mon, 8 Sep 2003 16:02:26 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3540 


BOATANCHORS Digest 3540 
Topics covered in this issue include: 


1) Re: Interstage driver xfmr question 
by wb3fau@att.net 
2) Re: Interstage driver xfmr question 
by jackiv@juno.com 
3) Re: Interstage driver xfmr question 
by W7QHO@aol.com 
4) Old Radio Museum at Fallfest in MD Sat-Sun 
by John Dilks - K2TQN <oldradio@worldnet.att.net> 
5) Info Needed 
by "Sandy W5TVW" <ebjr@i-55.com> 
6) speaker re-coning... how much $? 
by john <johnmb@nc.rr.com> 
7) BC-610I Parts wanted 
by <y4562@comcast.net> 
8) Re: speaker re-coning... how much $? 
by Bob Roehrig <broehrig@aurora.edu> 
9) FS: Various Items 
by Dave Hollander <n7rk@cox.net> 


10) Speaker re-coning... how much $? 
by "RJ Mattson" <rjmattson@hvi.net> 
11) Re: speaker re-coning... how much $? 


by wb3fau@att.net 
12) FS: Western Electric BC-454-A 3-6 Mc Command Set Receiver 
by "MrMike, WBCQ the Planet" <mrmike@wbcq.us> 
13) Re: speaker re-coning... how much $? 
by "Arden Allen" <gumbear@pacbell.net> 
14) RE: [Milsurplus] TBY Radioactive Dust Abatement 
by Morris Odell <morriso@vitm.org> 


15) Re: speaker re-coning... how much $? 
by Bob Roehrig <broehrig@aurora.edu> 
16) Re: speaker re-coning... how much $? 


by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 

17) RE: [Milsurplus] TBY Radioactive Dust Abatement 
by wb3fau@att.net 

18) Re: [Milsurplus] TBY Radioactive Dust Abatement 


by WA5CAB@cs.com 
19) Manuals 
by Rhett George <rtg@ee.duke.edu> 


Message-Id: <200309051513 .h85FD9eM003600@sco.theporch. com> 

From: wb3fau@att.net 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org>, 
Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Interstage driver xfmr question 

Date: Fri, 05 Sep 2003 15:12:59 +0000 


Marty, the driver transformer in the AF-67 had only a 10ma. rating. 
In another application-DX-100- I had to replace the driver transformer, 
best I could find was a 3:1 ratio it worked real good and i got excellent 
audio reports, just using a D-104 mic. Russ. 

Let's say that, as usual, half secondary open. To find turns 

ratio put 6VAC across primary & measure VAC on remaining secondary 

winding half. Then shop. 


Shop where? 'QHO says common 1:3 Stancor A53C good place. Then 
comes Dennis again with ER / phase-inverter solution. Here's me 
saying heresy. "Just because it was in ER doesn't mean it's right." 


WHY? 


Since AF68 driver had parallelled 2 12AU7 halves, looks like Elmac was 
trying for lo-Z trans. input ‘cause modulators AB2 & pulled current for 
piece ‘o waveform. 


ARRL called lo-Z driver for AB2 or B a need for ‘good regulation. ' 
They were trying to say the Z the driver saw didn't change 
much for the waveform fraction the grids pulled current. 


SO WHAT YOU ASK? 


A53 very hi-Z & poor AB2 driver choice. Haven't seen the ER art'l 
but wanna say it's gotta have a p-p cathode-follower direct-coupled 
like in McIntosh hi-fi for design accuracy. Might cud do this w. 
xtra 6C4 under chassis where transformer lived. 


OK, ok... I'm arguing the merits of spark plugs in L-head lawn mowers, 
aren't I? It's twooo, it's twooo. 


Just had to toss the bomb. Everybody talks procedure, few talk process. 
Mea Culpa. 


VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV WV 


> If the ckt.s work & get the Elmac "somehow talking," bless them. 


> Marty 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Fri, 5 Sep 2003 09:43:13 -0500 

Subject: Re: Interstage driver xfmr question 
Message-ID: <20030905.102841.3128.2.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: jackiv@juno.com 


As an expedient I have used an auto transformer from a car radio (low mu 
triode to 6V6 pp) 

This seems to work quite well. These may be found in old 6 and 12 volt 
delco radios using various 

tubes such as 7C5, 6V6, 12V6 etc. 

If space is not a consideration use the triode connected 42 primary to 
6L6 secondary, 

these appear in several of the thordarson, stancor and merit catalogues. 
Class B drivers 

will work ok also. 

Jack jackiv@juno.com 


On Fri, 5 Sep 2003 06:59:57 -0400 (EDT) "Marty's Refl. Drop" 
<polepeeg@aa4rm.ba-watch.org> writes: 


> Let's say that, as usual, half secondary open. To find turns 

> ratio put 6VAC across primary & measure VAC on remaining secondary 
> winding half. Then shop. 

> 

> Shop where? '‘'QHO says common 1:3 Stancor A53C good place. Then 
> comes Dennis again with ER / phase-inverter solution. Here's me 
> saying heresy. "Just because it was in ER doesn't mean it's 

> right." 

> 

> WHY? 

Derren ene snip------------- 


From: W7QHO@aol.com 

Message-ID: <12e.310cddda.2c8a153e@aol.com> 
Date: Fri, 5 Sep 2003 12:35:10 EDT 

Subject: Re: Interstage driver xfmr question 


To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="part1_12e.310cddda.2c8a153e_boundary" 


--part1_12e.310cddda.2c8a153e_boundary 
Content-Type: text/plain; charset="IS0-8859-1" 
Content-Transfer-Encoding: quoted-printable 


In a message dated 9/5/03 4:03:29 AM, polepeeg@aa4rm.ba-watch.org writes: 


> Shop where?=A0 'QHO says common 1:3 Stancor A53C good place.=A0 Then 

> comes Dennis again with=A0 ER / phase-inverter solution.=AQ Here's me 

> saying heresy.=A0 "Just because it was in ER doesn't mean it's right." 
>=20 

> WHY? 

>=20 

> Since AF68 driver had parallelled 2 12AU7 halves, looks like Elmac was=20 
> trying for lo-Z trans. input ‘cause modulators AB2 & pulled current for=20 
> piece 'o waveform. 

>=20 

>=20 


"Just because it's in ER doesn't mean it's suspect." 


Don't know what Elmac had in mind with that parallel 12AU7 halves setup, but= 
=20 

my experience with an AF-67 before and after losing the driver transformer i= 
s=20 

that it's not necessary to drive the 6L6 grids into conduction to modulate t= 
he=20 

rig 100%. Ditto with my unmodified AF-68. I implemented the ER mod in my= 
=20 


67 and it works great. Standard handbook phase inverter circuit BTW; no=20 
cathode followers or other additional tubes required. High Z driver xforme= 
xr OK=20 


here too since no power being delivered to the 6L6 grids. 


Dennis D. W7QHO 
Glendale, CA 


--part1_12e.310cddda.2c8a153e_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KKK KK KR KK KKK KK KKK KK KKK KK KKK 
---REMAINDER OF MESSAGE TRUNCATED-- - 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK RK KK KKK KK KK KK KK KK KKK KKK KK 


+t + + FF HF 
+ + + FF HF FF 


--part1_12e.310cddda.2c8a153e_boundary- - 


Message-Id: <5.1.1.6.0.20030905185020.035e43a0@postoffice.worldnet.att.net> 
Date: Fri, 05 Sep 2003 18:54:51 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: John Dilks - K2TQN <oldradio@worldnet.att.net> 

Subject: Old Radio Museum at Fallfest in MD Sat-Sun 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


My old radio museum will be here Saturday and Sunday till noon. 


Fall-Fest 2003, a two day hamfest, electronics and computer show to be held 
each year the weekend after Labor Day at the Howard County Fair Grounds in 
West Friendship, Maryland 


http://www. fall-fest.com/ 
Fall-Fest is: September 6th and 7th 


73. John, K2TQN 


Message-ID: <001101c374bb$e490b120$4ca0cdd1@s0023531634> 
From: "Sandy W5TVW" <ebjr@i-55.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Info Needed 
Date: Sat, 6 Sep 2003 16:14:39 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


Hello All! 


Looking for a scan of the instruction sheets/data included with the following: 
National MB-40 and MB-150 Multiband tank circuit assemblies. 


Any out there? 


73, 
Sandy W5TVW 


Message-Id: <3.0.3.32.20030907103724 .02632050@pop-server.nc.rr.com> 
Date: Sun, 07 Sep 2003 10:37:24 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@nc.rr.com> 

Subject: speaker re-coning... how much $? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


How affordable is reconing of a communications type speaker ? 


I assume that as long as the voice coil is good, the speaker can be saved? 


Message-ID: <004001c37561$0d9bd5e0$6402a8cO@martnz01.ga.comcast.net> 
From: <y4562@comcast.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: BC-610I Parts wanted 
Date: Sun, 7 Sep 2003 12:56:55 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Just acquired BC-610 Transmitter but in need of the PA tank coils, BC-614 
Speech amp, 250TH Tube and original modulation transformer. May consider 
Swapping my earlier model transformer for the later model which is much 
smaller. 


Anyone have spare to their needs that could help. 
Thanks 


Larry WB6NYR 


Date: Sun, 7 Sep 2003 16:47:40 -0500 (CDT) 
From: Bob Roehrig <broehrig@aurora.edu> 
To: Old Tube Radios <boatanchors@theporch.com> 


cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: speaker re-coning... how much $? 

Message-ID: <Pine.OSF.4.55.0309071644400 .209506@mail.aurora.edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Sun, 7 Sep 2003, john wrote: 


> How affordable is reconing of a communications type speaker ? 
> 
> I assume that as long as the voice coil is good, the speaker can be saved? 


When a speaker is re-coned, all the non-metalic parts are replaced. (I 
used to do it for a living - well, partly anyway). There are still several 
places that do that - I have seen them mentioned here. But if it is a 
common size speaker 4 to 10 inch with no field coil, it is often more 
cost-effective to just replace it. 


Bob Roehrig 
Aurora University Telecom/IS dept. 
broehrig@aurora.edu 73 de K9EUI 
630-844-4898 fax 630-844-4222 


Message-ID: <3F5BBFC2.ADC91D12@cox.net> 

Date: Sun, 07 Sep 2003 16:31:14 -0700 

From: Dave Hollander <n7rk@cox.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch. com> 

Subject: FS: Various Items 

Content-Type: text/plain; charset=iso-8859-1; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 8bit 


Here are a bunch of items for sale. Prices do not include shipping. I 
will ship overseas. 


Sprague TO-4 Capacitor Tester000..$160 plus shipping 

This unit is in excellent condition and works great. The front panel 
still shines like a new unit. Includes a copy of the manual 

http: //members.cox.net/radiostuff£9/sprague_to4. jpg 

http: //members.cox.net/radiostuff9/sprague_to42. jpg 


ZM-3A/U Capacitance Analyzer.......... $140 plus shipping 

Nice unit, works well, new power cord. Insides look like new. Don't have 
a manual , however they are available from several sources on the 
internet. 


http: //members.cox.net/radiostuff£9/zm32. jpg 


JAN 7293 4CX250 plus socket and Eimac SK-606 Chimney00..$50 per set plus 
shipping 

Tubes and chimneys appear to be NOS. Sockets are used. I have four sets 
of these 

http: //members.cox.net/radiostuff£9/4cx250. jpg 

http: //members.cox.net/radiostuff£9/4cx2502. jpg 

http: //members.cox.net/radiostuff£9/4cx2503. jpg 


Eimac 4-125 plus Socket0000..$75 plus shipping 

Tube appears new. The brown color in the glass is a reflection off of 
the beige background. Socket is used. 

http: //members.cox.net/radiostuff£9/4-125.jpg 

http: //members.cox.net/radiostuff£9/4-1252.jpg 


Eimac 450TH/VT-108 Transmitting Tube - $75 plus shipping 
http: //members.cox.net/radiostuff£9/450th2. jpg 
http: //members.cox.net/radiostuf£9/450th. jpg 


National MCN Dial ? New in the Box00..$50 plus shipping 
http: //members.cox.net/radiostuff£9/mcn. jpg 
http: //members.cox.net/radiostuff£9/mcn2. jpg 


Steering Wheel Vintage Transmitter Knobs........ $35 plus shipping 
Three Bakelite 1930's steering wheel style tuning knobs with metal 
pointers. These are 3.25 inches in 

diameter. These would would be a great addition if you are home brewing 
a 1930's or 1940's style transmitter. 

http: //members.cox.net/radiostuf£9/steeringknobs. jpg 

http: //members.cox.net/radiostuff£9/steeringknobs2. jpg 


79 Crystals ? various holders0..$2 each plus shipping or $75 for the 
whole lot plus shipping 

FT-243,CR-1A etc. The frequencies are between 6 to 8.5MHz. I saw a few 
40 meter 7080 kHz crystals. These are untested. 

http: //members.cox.net/radiostuff£9/crystal_lot.jpg 

http: //members.cox.net/radiostuff£9/crystal_lot2.jpg 

http: //members.cox.net/radiostuff£9/crystal_lot3.jpg 

http: //members.cox.net/radiostuff£9/crystal_lot4.jpg 


Two Individual James Millen Wavemeters000$15 plus shipping 

One covers 3.5-6 MHz, the other covers 18-40 MHz. The plastic cover on 
one is broken but the unit is OK 

http: //members.cox.net/radiostuf£9/millenwm. jpg 

http: //members.cox.net/radiostuff£9/millenwm2. jpg 

http: //members.cox.net/radiostuff£9/millenwm3. jpg 


Gonset Communicator III - 2 Meters......... $90 plus shipping 

This is a separate receiver and and crystal controlled transmitter which 
I believe is from the late 1950's or early 1960's. I fired up this radio 
and heard my signal generator and a few slope detected FM signals on 2 
meters after hooking up an antenna. I do not have any crystals for 2 
meters so I was unable to test the transmitter. The radio appears to be 
complete. It does have a number of scratches. I don't have a manual but 
they are available from a number of sources on the Internet. 

http: //members.cox.net/radiostuff£9/gonset_com3. jpg 

http: //members.cox.net/radiostuff£9/gonset_com32. jpg 

http: //members.cox.net/radiostuff£9/gonset_com33. jpg 


Heathkit Electronic Switch Model S-2 with original manual....$20 plus 
shipping 
http: //members.cox.net/radiostuff£9/heath_switch. jpg 


Turner P-9D Dynamic Microphone000.$35 plus shipping 
Dynamic Microphone made in Cedar Rapids, Iowa. This mike works and is in 


good condition externally with a small tear in the cloth 
http: //members.cox.net/radiostuff9/p9d2. gif 
http: //members.cox.net/radiostuff£9/turner_dynamicmike. jpg 


RCA Capacitance Tester00..$35 plus shipping 

Capacitance tester from the 1940's. Uses a magic eye tube reflected with 
a mirror. 

Works OK. 

http: //members.cox.net/radiostuff£9/rca_captester. jpg 


Barker and Williamson Coil Mounting Bar00..$15 plus shipping 
http: //members.cox.net/radiostuff£9/bwcoilbar. jpg 
http: //members.cox.net/radiostuff£9/bwcoilbar2. jpg 


Triplett VTVMO00..$40 plus shipping 

Works but needs to be calibrated. Good cosmetic condition. 
http: //members.cox.net/radiostuff£9/triplettvtvm. jpg 

http: //members.cox.net/radiostuff£9/triplettvtvm2. jpg 

http: //members.cox.net/radiostuff£9/triplettvtvm3. jpg 


You can check my user ID "n7rk" on Ebxy for a reference as to dealing 
with me. 


Thanks for looking and 73, 
Dave N7RK 


KKK KAKKKKAKK KKK KK KKK KKK KKK KKK KKK KAKI KKK KAKA KKK KE KKK KKK KKK 
Dave N7RK http: //members.cox.net/n7rk 


Phoenix, Arizona *xDXCC Honor Rollx *WAZ#23 - 75 Meter SSBx 
ex-XE2/N7RK, N7RK/ZB2, VK2ERK, ZMOAIJN, WB6NRK, WN6IWX 


Boatanchor and Antique Radio Collector Extraordinaire preferring 
Hallicrafters, National and what ever else looks interesting! 


Message-ID: <004001c375a6$bb036a50$8b6cdbd0@Laptop> 
From: "RJ Mattson" <xrjmattson@hvi.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: "Eldad" <Eldad@HVC.RR.com> 
Subject: Speaker re-coning... how much $? 
Date: Sun, 7 Sep 2003 21:15:44 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


I am forwarding this for: Eldad, K2AB. I call him "The Expert". 
John, 

These little speakers are usually not 're-coneable'. 

I can find and replace any such speaker with one of the same size, 
impedance, and at least as good, for not much money. 


I have been doing electronics/communications/measurment equipment 
repairs, alignment and calibration for some 40 years now. 
I am very familiar with tube and solid state electronics. 
Expert workmanship, fast turnaround and reasonable prices. 


73, 
Eldad 
K2AB. 


Eldad Benary 

THE SOUND COMPANY 

129 Sickle road. 
Saugerties, New York 12477 
Phone/Fax: 845 246 2466 
Email: Eldad@HVC.RR.com 


From: "john" <johnmb@nc.rr.com> 
To: "Old Tube Radios" <boatanchors@theporch. com> 
Subject: speaker re-coning... how much $? 


> How affordable is reconing of a communications type speaker ? 


I assume that as long as the voice coil is good, the speaker can be = 
saved? 

Thanks! 

John 


VVV MV 


Message-Id: <200309080143.h881hXgc002412@sco.theporch. com> 
From: wb3fau@att.net 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: Bob Roehrig <broehrig@aurora.edu>, 

Old Tube Radios <boatanchors@theporch.com>, 

Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: speaker re-coning... how much $? 
Date: Mon, 08 Sep 2003 01:43:27 +0000 


I agree with you Bob, price of reconing is usually as much as_ new 
speaker. So, unless you have something very valuable or rare, try 
to find a good replacement, often will cost less. Big name speakers like 
JBL, Altec- Lansing, Cerwin-Vega use expensive drivers- these my be cost 
effective to recone. Russ. 

On Sun, 7 Sep 2003, john wrote: 


> How affordable is reconing of a communications type speaker ? 
> 
> I assume that as long as the voice coil is good, the speaker can be saved? 


When a speaker is re-coned, all the non-metalic parts are replaced. (I 
used to do it for a living - well, partly anyway). There are still several 
places that do that - I have seen them mentioned here. But if it isa 
common size speaker 4 to 10 inch with no field coil, it is often more 
cost-effective to just replace it. 


Bob Roehrig 
Aurora University Telecom/IS dept. 
broehrig@aurora.edu 73 de K9EUI 
630-844-4898 fax 630-844-4222 


VV VV VV VV VV VV VV VV VM 


Message-Id: <5.2.1.1.2.20030907214447 .00fd8a18@incoming.verizon.net> 
Date: Sun, 07 Sep 2003 21:50:25 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "MrMike, WBCQ the Planet" <mrmike@wbcq.us> 

Subject: FS: Western Electric BC-454-A 3-6 Mc Command Set Receiver 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


This needs a bit of restoration work but not very much to be a real nice 
example. 
It is cosmetically excellent. 


The receiver is an Army Aix Corps model (black) and is all original - but 

is missing the top cover and 

the bottom cover as well as some of the screws on the sides that hold the round 
Capacitors in place. Unfortunately the dynamotor is missing but all the 

tubes (which look 

original) are there. This is a particularly desirable model - 80/75 meters 
made by Western Electric. 


I am asking $65.00 plus shipping for it. I just don't have the time to 
restore it but it should be done 
by someone as it is truly in nice clean condition. 


If interested please reply by e-mail. 
73, 
Michael, W41RC 


mxmike@wcq.us 


Message-ID: <003201c375b1$6e2cb230$53e57443@KB6NAX> 
From: "Arden Allen" <gumbear@pacbell.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: speaker re-coning... how much $? 
Date: Sun, 7 Sep 2003 19:32:16 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Several had said (I paraphrase), "just get a replacement speaker." I've 
tried going that route with very little results. American type 4 and 5 inch 
speakers are just not made anywhere anymore that I know of. Most speakers 
available these days have huge magnets that won't fit in many receivers and 
they are not very good for voice. I would like to read here a posting 
directing us to a good source for newly manufactured replacement speakers 
for our radios. Anyone...... ? 


Arden Allen 

KB6NAX 

Vallejo, CA 94590 
gumbear@pacbell.net 


Date: Wed, 03 Sep 2003 09:11:15 +1000 

From: Morris Odell <morriso@vifm.org> 

Subject: RE: [Milsurplus] TBY Radioactive Dust Abatement 

To: Old Tube Radios <boatanchors@theporch.com> 

Message-id: 
<07A064EA6042D4118A62009027F70E77339E97@nt_exchange.vifp.monash.edu.au> 
MIME-version: 1.0 

Content-type: text/plain; charset=iso-8859-1 

Content-transfer-encoding: 7BIT 


> 
> I don't have an R-392 to check 


> > Did R-392's 

> have luminous 

> > paint? As many of you know, we do enjoy beating the meter 
> dial radium dead 

> > horse every now and then. ;-) 


My R-392 has the most radioactive meter of any boatanchor I have (including 
an EAC R390A and a CV 157 both of which also have radioactive meters). I 
don't think the knobs were radioactive at all but I refinished them in 
ignorance shortly before I got a geiger counter :-( There's no radioctivity 
detectable on any of them or anywhere around the bench where I cleaned the 
old paint off them. The original panel of the R-392 is as cold as charity. 


Morris 


> 

> 73 

> Robert Downs - Houston 
> <http://www.waScab.com> 
> <wad5cab@cs.com> 


Date: Mon, 8 Sep 2003 08:05:15 -0500 (CDT) 

From: Bob Roehrig <broehrig@aurora.edu> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: speaker re-coning... how much $? 

Message-ID: <Pine.OSF.4.55.0309080800160 .339576@mail.aurora.edu> 


MIME-Version: 1.0 
Content-Type: TEXT/PLAIN; charset=US-ASCII 


Arden is probably correct. I haven't tried to buy a replacement speaker in 
years myself because I have always had quite a stack of pullouts from old 
AA-5 radios, etc. 


Mouser has them up to 4 inch size for less than 5 bucks. 


Bob Roehrig 
Aurora University Telecom/IS dept. 
broehrig@aurora.edu 73 de K9EUI 
630-844-4898 fax 630-844-4222 


Message-Id: <5.1.0.14.0.20030908085648 . 025b6f50@vuse. vanderbilt. edu> 
Date: Mon, 08 Sep 2003 08:57:51 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "A. B. Bonds" <ab@vuse.vanderbilt.edu> 

Subject: Re: speaker re-coning... how much $? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


At 10:37 AM 9/7/2003 -0400, you wrote: 

>How affordable is reconing of a communications type speaker ? 

> 

>I assume that as long as the voice coil is good, the speaker can be saved? 
All of that being said, Hank Brazeal will recone small speakers, but 
answering the question it runs about $35. Only worth it if it has more 
than one coil on it.... 


A. B. Bonds 


Message-Id: <200309081649.h88Gnkgc014642@sco.theporch. com> 
From: wb3fau@att.net 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: Morris Odell <morriso@vifm.org>, 

Old Tube Radios <boatanchors@theporch. com> 
Subject: RE: [Milsurplus] TBY Radioactive Dust Abatement 
Date: Mon, 08 Sep 2003 16:49:39 +0000 


Aquestion about radio-activity- Is MFP varnish radio active? I have a T- 
368 mod chassis that has the varnish sanded off- not sealed- I do not 
have a Geiger counter- is this known to be radio active? How about ARC-5s, 
ART-13s? Meters on R390s, R-390as and R-392s I assume are radio active. 

I have these. i have never taken the meters apart and don't plan to. 


zs) 
jo 
Wn 
Wn 


> 
> I don't have an R-392 to check 


> > Did R-392's 

> have luminous 

> > paint? As many of you know, we do enjoy beating the meter 
> dial radium dead 

> > horse every now and then. ;-) 


My R-392 has the most radioactive meter of any boatanchor I have (including 
an EAC R390A and a CV 157 both of which also have radioactive meters). I 
don't think the knobs were radioactive at all but I refinished them in 
ignorance shortly before I got a geiger counter :-( There's no radioctivity 
detectable on any of them or anywhere around the bench where I cleaned the 
old paint off them. The original panel of the R-392 is as cold as charity. 


Morris 


> 
> 73 

> Robert Downs - Houston 
> <http://www.waScab.com> 
> <wadcab@cs.com> 


VVVV VV VV VV VV VV VV VV VV VV VV VV VV VV WV 


From: WA5CAB@cs.com 

Message-ID: <1lad.193a52cb.2c8e1862€@cs.com> 

Date: Mon, 8 Sep 2003 13:37:38 EDT 

Subject: Re: [Milsurplus] TBY Radioactive Dust Abatement 
To: Old Tube Radios <boatanchors@theporch.com> 

CC: morriso@vifm.org 

MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="part1_1ad.193a52cb.2c8e1862_boundary" 


--part1_1ad.193a52cb.2c8e1862_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Russ & Group, 


MFP varnish is most definitely NOT radioactive. While I can't definitively 

state that no Command Set or AN/ART-13 component ever built ever had 

radioactive paint on it, I can say that I have over the years had hundreds of 
components 

of these sets and never found a hot one. Given where and how they were 

intended to be used, I can't think of a good reason for them to have been, except 
maybe the Post War Type 12 or 15 that were mostly intended for light aircraft. 


As I said earlier, I don't have an R-392 any more. The only one of the 390 
family sets here at the house is an R-725. The white face line level meter is 
cold. The black face carrier level meter may be hot, but the activity is so 
low (< 0.1 mr/hr at surface) that I'm not sure without opening the set and 
isolating the meter that it might not be coming from something else. 


In a message dated 9/8/2003 11:50:35 AM Central Daylight Time, wb3fau@att.net 
writes: 

Aquestion about radio-activity- Is MFP varnish radio active? I have a 
T- 

368 mod chassis that has the varnish sanded off- not sealed- I do not 
have a Geiger counter- is this known to be radio active? How about 
ARC-5s, 

ART-13s? Meters on R390s, R-390as and R-392s I assume are radio active. 


I have these. i have never taken the meters apart and don't plan to. 
Russ. 


VVVVV VV VV 


Robert Downs - Houston 
<http: //www.wa5cab.com> 
<wa5cab@cs.com> 


--part1_1ad.193a52cb.2c8e1862_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KKK KK KR KK KK KK KK KK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KR KK KKK KK KKK KK KK KKK KK KKK KK 


+ + + + FF HF 
+ + + FF FH OF 


--part1_1ad.193a52cb.2c8e1862_boundary-- 


Date: Mon, 8 Sep 2003 17:02:14 -0400 

From: Rhett George <rtg@ee.duke.edu> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Manuals 

Message-ID: <20030908210214.GA7985@ee. duke. edu> 
Mime-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Disposition: inline 


- Greetings - 


A little dumpster diving has yielded the following manuals, some for 
vacuum tube test equipment and some for squalid-state test equipment 
that we might use on our revered vacuum radio gear. How about $8 
each, ppd in the US A and Canada? Rules of Ware apply. Larry, 
where are you? [Rules of Ware (loosely restated) you have the equip- 
ment or have an entertaining story pertaining to the item. ] 


Tek RM504 Instruction Manual 

Tek 564 a 

Tek 561A " 

Tek 1932A/T935A " 

Tek 1921/T922" 

H-P 1222A Operating and Service Manual 
H-P 3314A Operating Manual 

H-P 3478A Service Manual 

H-P 5316B Operating and Service Manual 
Fluke 7220A Instruction Manual 


Check is okay from someone with a current US amateur call. 
73 Rhett, KE4HIH 


End of BOATANCHORS Digest 3540 
KK KK KKK KKK IKK KIKI K IKI KER 


